
BUILDING SPECIFICATIONS (LA PUNTA) 
 
STRUCTURE 

� Structure of reinforced concrete and one-way 
ceramic slabs, in compliance with all current 
standards, and specifically the EHE (Spanish 
Regulations on Structural Concrete Standards). 

 
ROOF 

� Inverted flat roof, made up of lightweight 
concrete to form slopes, multi-layered 
waterproofing made up of bituminous 
membranes, insulation board, protective mortar 
and gravel. 

 
EXTERIOR WALLS AND PARTITION WALLS 

� Exterior walls of 12 cm double hollow brick, two 
sheets of thermal insulation board and an 
interior partition (this system prevents heat loss 
in winter and protects from the heat in summer). 

� Dividing walls between homes are made of 
large-format double hollow brick with a central 
air chamber and insulation. 

� Partition walls are made of large-format double 
hollow brick, perfectly aligned, smooth and 
ready for plastering or tiling. 

 
FACADES 

� Facade faced with a single layer of render, white 
or coloured. 

� External door and window-frames, fully 
functioning, in stainless-steel-look aluminium. 

� CLIMALIT–type double glazing, 4+6+6 
� Blinds or shutters with aluminium slats. 

 
PAVEMENTS AND FLOORING 

� Sound-proofing over slabs, with impact sound 
insulation membrane and Arlita insulating 
concrete. 

� Polished porcelain stoneware tiles throughout 
the inside of the home. 

� For exteriors, 33 x 33 baked clay-look 
stoneware tiles on patios and terraces. 

� Stamped concrete on pedestrian pathways. 
Non-slip light-coloured paving in areas around 
the pool. 

 
INTERIOR WALLS 

� Stoneware tiling in the kitchen and bathrooms. 
� Plaster screed and plain plastic paint throughout 

the rest of the home. 
 
INTERIOR DOORS, WINDOWS AND FRAMES 

� Security lock on main door. 

� Interior door and window-frames in white-
enamelled MDF. 

� Fitted wardrobes in all bedrooms, internally 
finished, with shelf and hanger bar. 

 
KITCHEN 

� Base and tall kitchen units, finished in vanished 
wood or melamine, with postformed worktops. 

� Fitted stainless-steel single sink. 
� Vitroceramic hob unit, oven and extractor hood, 

finished in anti-fingerprint stainless-steel. 
 
BATHROOMS 

� ROCA white vitrified porcelain sanitary ware, 
MERIDIAN model, or similar. 

� Counter-top wash basins. 
� Mixer taps 
� Glass screens for baths and showers. 
� Heating by radiant sheet in all bathrooms. 

 
INSTALLATIONS 

� Ducted heating and air-conditioning, with 
adjustable grilles. 

� Hot water from electric boiler in kitchen, backed 
up by solar panels. 

� Electrical installation in compliance with low-
voltage regulations (REBT). Light fittings in 
kitchen, bathrooms and terraces. 

� Telecommunications: PSTN phone connection, 
cable connection, terrestrial TV and a parabolic 
antenna for two satellites; sockets in the living-
dining room, kitchen, and all bedrooms. 

� Video intercom entry system 
� Alarm installation, with volumetric sensors on 

each floor. 
 
OTHER 

� CCTV monitoring at entrance and for communal 
areas, connected to the Señorío de Punta Prima 
Development’s Security Service. 

� Fitted letterboxes next to main entrance.  
� Communal landscaped area with swimming 

pool. 
� Each home has a garage space and storage 

room. 
 
 
These specifications are subject to change without prior 
notification, if the Project Manager so decides. Any 
replacements will use similar or better materials. All the images 
in this leaflet are artists’ impressions, and may differ from the 
reality. The houses can be adapted for people with reduced 
mobility. 

 


